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VALVE WITH FLANGES
Ref. AUST8.0/ AU3T8BPO/ AU3TSTO/ AUSTEMO

SERIES :

- AU378.9 : FPM Disc

- AU378BP@ : Silicone Disc (low pressure)
- AU378T@ : PTFE Disc

- AU378M@ : Metal Disc

- With handlever

For material compatibility, contact us

CARACTERISTICS :
- PN40 (Nominal Pressure)
- ENDS : ISO PN16 flanges

C€

-MATERIAL : ALUMINIUM BRONZE CC333G 2
28 L4
MAXIMUM CONDITIONS OF USE : o : n
- Ref. AU378.0 : 40 bar of -10°C to 200°C
- Ref. AU378BP@ : 40 bar of -10°C to 200°C 2
- Ref. AU378TO : 40 bar of -10°C to 225°C 2
- Ref. AU378M : 40 bar of -10°C to 225°C
25
APPLICATIONS : ¥R -
- Hot water and industrial fluids < N\ [ N
- Water-based fluids 22 % Subject to modifications
- Steam up to 8 bar (FPM) 5 ‘3 ///
- Steam 8 to 15 bar (PTFE / Metal) = g z
- Neutral gases (compressed air,...) 5 o v
q =
OPTIONS : ¢ | _ N
- Degreased disc 39 | \ k)“l-}l\
- Special drillin, o 7/ (=4 fa==\
Spfciﬁc dfmens%ons, contact us ¢ > // Vi'g’}ﬁ ﬁﬁ:ﬁ‘
2 (77 . G} 4;:* :L\..’
NOMENCLATURE \  F 7
Rep [y Designation P RS | Ref. AU378., AU378BP@ and AU3T8TE
2 |y DISC AU378:FPM / AU378BP Silicone M DNGS and DN&O
AU3T8T:PTFE / AU378M:ALU BRONZE D
5 1 DISC HOLDER ALUMINIUM BRONZE A
6 1 SEAT ALUMINIUM BRONZE
20 N TEVER ALUMINIUM BRONZE Ref. AU378.@D,NilEl)3a7 anBgﬁs’cz)nd AU378T@
22 1 LANTERN ALUMINIUM BRONZE
23 1 SPRING STAINLESS STEEL 5 -
24 1 | ADJUSTING SCREW | ALUMINIUM BRONZE I - 1
25 2 CARRIER ALUMINIUM BRONZE n
27 1 NEDDLE ALUMINIUM BRONZE SV
27a| 1 NOZZLE ALUMINIUM BRONZE 6 //
28| 1 CAP ALUMINIUM BRONZE % ~ .
391 1 FIN ALUMINIUM BRONZE H [
40a | 1 NUT ALUMINIUM BRONZE NN NN Ref. gtﬁ?w
40b| 1 NUT ALUMINIUM BRONZE
44 11 CAP NUT ALUMINIUM BRONZE Ref. AU378M
55 | 2 FLANGE ALUMINIUM BRONZE DN40to DNGS
REFERENCES NORMS : DIMENSIONS
- Material :NF EN 1982 -NF EN 12163 -NFEN 12164-NFEN 10272 — wi| sl e |
- Testing & checking : NF EN 12266-1/-2 (bench test)
 Facorte-faoe : NF EN 558 - Serios 22 (DI\(I40) A (mm) 95 | 115 | 125 ] 135
- Face-to-face : NF EN 558 - Series 23 (DN50to DNS0) D (mm) 150 165 185 | 200
- Flanges : NF EN 1092-3 G (mm) 95 115 125 135
H (mm) 208 231 258 288
Ref. instruction of assembling : 0904DA091E 0 1"1/2 " 2"1/2 3"
Ref. instruction of operation : 0904DA098E Weight ko) | 6.374 | 8.398 [12.734]15.945
Mounting & assembly guides are available S Inlet @) | 881.4 | 1385.4 | 1963.5[3217.0
on our website. S Oulet mm) | 1578.7 | 2521.0 | 4095.0 | 5661.0

These data are for information and can be modified without notice. It is not up to us to appreciate specifications. It is up to the customer to verify the

adequacy between the equipment choosen and the real conditions of use.




